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Abstract
Introduction: With the increase in joint revision surgery after arthroplasty, defects
of hydroxyapatite (HA)-coated prostheses have been observed increasingly often.
These defects adversely affect the prosthetic stability in vivo. This study has
analyzed the potential effect of the adhesive strength of HA coating on the sta-
bility of HA-coated prostheses in vivo after its implantation.
Material and methods: Sixty experimental rabbits were divided into HA- and Ti-
coated groups. HA-coated prostheses were implanted into the bilateral epicondyle
of rabbits femurs. Ti-coated prostheses were implanted as control. At different
time points(4, 9, and 15 weeks) after implantation, bone tissue samples were
fetched out respectively for histomorphometric analysis. Push-out testing was
used to detect the ultimate shear strength at the bone-prosthesis interface. Scan-
ning electron microscope (SEM) observation and energy-dispersive X-ray spec-
troscopy (EDX) analysis were used to observe the changes in surface composition
of the prostheses after the ultimate shear strength testing. The coating adhesive
strength of two kinds of coatings were also examined by scratch testing.
Results: Hydroxyapatite coating has an obvious advantage in facilitating osteo-
genesis and its plays a critical role in the stability of prostheses. However, the
ultimate shear strength of HA-coated prostheses is much lower than that of Ti-
coated implants (p < 0.01). Further study has demonstrated that the stability
of HA-coated prostheses in vivo is affected by the relatively low adhesive
strength between coating and substrate.
Conclusions: Obvious advantage in facilitating osteogenesis around HA-coated
prostheses is not the only factor that determines the stability of prostheses in vivo.
Key words: hydroxyapatite coating, artificial joints, stability, biomechanical, 
adhesive strength. 
Introduction
Hydroxyapatite (HA)-coated artificial joints and dental implants have
been gradually applied and promoted in the clinic because of their effective
bone conduction and bone induction. The satisfactory effect of HA-coated
prostheses in bone ingrowth and early stability has been widely recognized
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by doctors and investigators [1-3]. It is reported that
HA-coated prostheses induce rapid attached growth
and ingrowth of the bone, increase the rate and
amount of bone formation around the implant,
reduce the risk of periprosthetic fibrosis and the peri-
od of postoperative recovery, and play an active role
in the biological fixation and prosthetic stability at
the early stage of prosthesis implantation [4-7].
However, with the increase in joint revision sur-
gery after arthroplasty, defects of HA-coated pros-
theses, the decohesion and degradation of HA coat-
ing, and the wear of prostheses caused by HA
particles have been observed gradually more often.
These defects adversely affect the prosthetic sta-
bility in vivo [8-12]. In addition, HA coating’s deco-
hesion and fatigue fracture during the surgical pro-
cedure and under postoperative loading exacerbate
the gap formation at prosthesis-coating and bone-
prosthesis interfaces and facilitate canal formation
for HA particle migration, which accelerates the
prosthetic loosening in vivo [12]. This study has fur-
ther investigated the effects of adhesive strength
of HA coating on the stability of HA-coated pros-
theses in vivo by histopathological observation, bio-
mechanical testing, energy-dispersive X-ray spec-
troscopy (EDX) analysis, and testing of the coating
adhesive strength. 
Material and methods
Material preparation
Ti-6Al-4V medical metal substrate was sand-
blasted and plasma-sprayed to make the HA-coat-
ed prostheses and the samples for testing of coat-
ing adhesive strength with about 30% surface poros-
ity. Ti-coated material with the same specifications
was used as control. The prostheses have the fol-
lowing parameters: Φ = 3 mm × 12 mm, coating
thickness about 150 μm. The samples for testing of
coating adhesive strength have the following param-
eters: Φ = 20 mm × 3 mm, coating thickness about
40 μm. All the coating processing was done by Jing-
hang Institute for Biomaterials, Beijing, China. The
prostheses and the samples for testing of coating
adhesive strength can be seen in Figures 1 A and B.
Experimental animals and implantation 
Sixty male New Zealand white rabbits (body
weight: 2.8-3.0 kg; age: 6 months) were used in this
experiment. They were provided by the Experi-
mental Animal Center, Fourth Military Medical Uni-
versity, China, and the study was approved by the
Ethics Committee of this University. All experi-
mental animals were divided into HA- and Ti-coat-
ed groups with 30 animals in each group. Rabbits
were anesthetized with 2% pentobarbital injection
(40 mg/kg) through the marginal ear vein. The oper-
ation was performed under aseptic conditions.
A 1.5 cm longitudinal incision was made on the lat-
eral knee joint; one hole was drilled on the bilater-
al epicondyle of the femurs behind the lateral edge
of the femoral trochlea and toward the medial epi-
condyle of the femur with a Φ = 3.2 mm drill. After
the prostheses were placed into the hole, the inci-
sions were closed with sutures. Each animal
received daily intramuscular injection of penicillin
Figure 1. Experimental materials for plasma spraying and diagram of implantation surgery. A – Ti alloy substrate and
HA-, Ti-coated prostheses; B – specimens for testing the characteristics of substrate and different coatings; 
C, D – the site for prosthesis implantation and the surgical procedures
A
C
B
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400,000 units to avoid wound infection during the
first week after surgery. Ten animals from each
group were killed respectively 4, 9, and 15 weeks
after the surgery. Bone tissue samples which con-
tained prostheses were fixed with 90% ethanol for
further investigations. Figures 1 C and D illustrate
the site of prostheses implantation and the actual
surgical procedures respectively. 
Testing of coating adhesive strength 
The testing of coating adhesive strength was car-
ried out on 40 μm thickness HA- or Ti-coated sam-
ples with WS-2005 coating adhesion automatic
scratch tester (LICTP .AC, China; scratch head move-
ment: 2 mm/min; maximum load: 100 N; loading
rate: 20 N/min). 
Histopathological evaluation
The bone ingrowth on the surface of implanted
prostheses and the morphology of the prosthesis-
bone interface were observed through histological
staining of the sections. 
Improved Ponceau trichrome staining
Specimens were cut and harvested immediate-
ly after killing the animals and were fixed in 90%
ethanol for 1 week. Then specimens were treated
with liquid plastic gradient to make plastic blocks
that contained the metal implants; the blocks were
then sectioned using a Leica SM2500 hard tissue
microtome to obtain 7 μm thickness sections. The
hard tissue sections were stained with Ponceau
trichrome stain according to the following proce-
dure: 1) preparation of the staining solution: a) picric
acid-orange mixture (1% orange G solution and sat-
urated picric acid solution were mixed at 1 : 9 ratio);
b) Ponceau mixture (2% R2 Ponceau in 1% acetic
acid solution and 2% crystal Ponceau in 1% acetic
acid solution were mixed at 4 : 1 ratio); 2) the stain-
ing procedure: a) slides were incubated in 1% phos-
photungstic acid solution for 10 min; b) incubation
in 1% toluidine blue for 10 min; c) incubation in 70%
ethanol solution for 1 min to differentiate; d) stain-
ing with picric acid-orange mixture for 30 s; e) stain-
ing in Ponceau mixture for 30 min; f) slides were
sealed with neutral resin after drying; the slides
were washed with distilled water after each incu-
bation step. The coloration of the stained sections
was as follows: bone tissue was reddish brown;
bone marrow stromal tissue or soft tissue was
orange yellow; new bone and osteoid were blue;
and cartilage and calcified cartilage were light blue. 
Hematoxylin and eosin (H + E) staining
After biomechanical testing, the femoral condyle
specimens were fixed in 4% paraformaldehyde at
4°C for 48 h and decalcified in 15% EDTA for 
2 weeks. Then the specimens were routinely dehy-
drated for 24 h in an automatic dehydration
machine, gradually taken through the clearing
process, embedded in paraffin, sectioned, and dried
for further staining. The section thickness was 
4 μm. The staining protocol was as follows: 1) de  -
wax the slides twice in xylene solution, 2 min each
time; 2) rinse the slides twice with absolute ethanol
to remove the residual xylene, 1 min each time; 
3) sections were subsequently incubated in 95%
and 80% ethanol solutions for 1 min each time; 
4) the slides were then placed in a container and
rinsed with slow-flowing water for 3 min; 5) the sli-
des were stained in Harris H + E solution for 
10 min; 6) wash the slides under slow-flowing water
for 3 min to completely remove the free stain; 
7) differentiate the slides in 1% hydrochloric acid
alcohol briefly; 8) the slides were incubated with
10% diluted ammonia briefly to stain the nuclei
blue, then rinsed with slow-flowing water for 1 min;
9) stain the slides in eosin solution for 1 min and
wash in water again; 10) slides were incubated con-
secutively in 80%, 85%, 90%, and 95% alcohol for
1 min in each gradient; 11) the slides were dehy-
drated twice in absolute ethanol, 1 min each time;
12) sections were cleared with xylene 3 times, 2 min
each incubation; 13) seal the slides with neutral
resin. 
Histomorphometric analysis of the bone tissue
The Leica QWin Standar V2.3 automatic image
analyzing system (Germany) was used in histo-
morphometric analysis of the bone to determine
the periprosthetic bone ingrowth and the bone for-
mation. Eight images (magnification at 1.6 × 10) of
Ponceau trichrome stained sections were collect-
ed from each coating group. Individual image
regions in the area of 200 pixels around the pros-
theses were selected with image processing soft-
ware; bone tissues in the selected regions includ-
ing mature bone, cartilage, and osteoid were
calculated using measurement tools of the soft-
ware. Bone volume fractions (quotient of the bone
tissue area in the selected region and the total area
of the selected region) of different samples were
calculated, and statistically compared. 
Biomechanical testing (push-out testing)
Detection of the ultimate shear strength at the
bone-prosthesis interface and analysis of the bio-
mechanical properties of these prostheses were
performed. Testing samples were collected from
a circular area at the center of the prosthetic sec-
tion with a radius of 1.5 cm and stuck on a pre-
designed mechanical testing platform with type II
denture base resin. The vertical axis of prostheses202 Arch Med Sci 2, April / 2012
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was kept perpendicular to the surface of the plat-
form (a Φ = 9 mm eyelet was made on the bottom
of the mechanical testing platform to ensure that
the prostheses could be pushed out from tissue
during the push-out test). The computer-controlled
INSTRON 6001 Universal Mechanical Testing Sys-
tem was used in this push-out testing to detect 
the shear effect on the prostheses with a loading
speed of 0.5 mm/min and an initial load of 0. The
value of ultimate shear strength was recorded
when the implanted prosthesis started to move
after continuously loading. The structure of the
mechanical testing platform and the fixing effect
of type II denture base resin are shown in Figures
2 A-C. Figure 2 D shows the conceptual diagram of
the push-out test. 
The SEM observation and EDX analysis
The prosthetic surface was scanned with a Hitachi
S-3400N SEM, and EDX analysis was done simulta-
neously. The changes in surface morphology and ele-
ment composition of the prostheses before and after
the ultimate shear strength testing were examined.
The condition of periprosthetic bone formation and
the shear effect at the bone-prosthesis and the coat-
ing-substrate interfaces were also evaluated. 
Statistical analysis
All data were statistically analyzed with SPSS 11.5
software and represented as x – ± s. Differences
among groups were analyzed by ANOVA and 
LSD t-test. 
Figure 2. Platform for biomechanical testing and schematic diagram of testing process. A – Platform for push-out
testing, which was designed according to the size of rabbit femoral condylar; B – demonstration experiment with
bone specimen; C – specimen was fixed on the platform; D – schematic diagram of testing process; the prosthesis
was pushed out from an eyelet at the bottom of the experimental platform by the pushing head
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Results 
Adhesive strength between coating 
and prosthesis
The appearance of two coatings has changed
significantly after the scratch test. There are deep
furrows and partial coating loss and peeling on the
surfaces accompanied by substrate exposure 
(Figures 3 A and B). The association curve between
acoustic emission (AE) signal (due to interface peel-
ing) and the load on diamond indenter (P) indicates
that HA coating peels when the load on diamond
indenter is 11.18 ±1.28 N with more secondary
peaks, whereas Ti coating starts to peel on the nor-
mal load of 17.69 ±1.66 N with relatively fewer sec-
ondary peaks. The threshold of normal load for HA
coating to peel is statistically lower than that for Ti
coating (p < 0.01, Figure 3 C).
Histological observation
As shown in Figures 4 A and D, 4 weeks after the
implantation, the bone formation around the HA-
coated prostheses is significantly greater than that
around the Ti-coated implants; new bone tissues
bond closely and stably to these two coatings; the
trabecular bones extend to the surrounding.
With prolonged time after the implantation, as
shown in Figures 4 B, C, E, and F, the thickness of
new bone tissues and the number of trabecular
bones around the two coatings increase continuously. 
Figures 5 A-F and Table I reveal the volume of the
periprosthetic bone around these two kinds of pros-
theses at different times after implantation. Figure
5 G shows the comparison of bone volume fractions
between two differently coated prostheses at dif-
ferent times after implantation; the results indicate
that there are significant differences in peripros-
thetic bone volume fractions between HA- and Ti-
coated implants at the same time after surgery. Fig-
ure 5 H shows the comparison of the bone volume
fractions of HA-coated prostheses at different times
after implantation; the results indicate that peripros-
thetic bone volume fractions of HA-coated prosthe-
ses at 15 weeks are significantly higher than those
at 4 and 9 weeks after implantation. Histomor-
phometry results suggest that HA coating has an
obvious advantage in periprosthetic osteogenesis,
and the volume of bone around HA coatings increas-
es continuously with time after implantation.
The SEM observation and EDX analysis
The SEM observation of the new tissues on the
prosthetic surface shows the attachment of a thick
layer of new bony tissues to the surface of HA-coat-
ed prostheses with irregular structures (Figure 6 A);
a thin layer of bony tissues can be observed on the
surface of the Ti-coated implant with regular, uni-
form, and clear trabecular structure (Figure 6 B). As
shown in Figure 6 C, EDX analysis reveals that the
major component elements of the new tissues on
surfaces of the two coatings are C, O, Ca, and P; this
element composition is similar to that of bone tissue. 
The results from histological observation, 
histo  morphometry, SEM observation, and EDX
analysis suggest that HA coatings have obvious
adva  ntages in osteogenesis and mineralization
compared to Ti coatings at the early stage after
prosthesis implantation.
Push-out testing 
Table II shows the value of ultimate shear
strength of these two kinds of prostheses at four,
nine, and fifteen weeks after implantation. 
Figure 6 D shows the ultimate shear strength of
HA-coated prostheses at different times after
implantation; the results indicate that the ultimate
shear strength of both kinds of coated prostheses
at 15 weeks is significantly higher than that at 
4 weeks after implantation (p < 0.01), which con-
sistent with  the results from bone histomor-
phometry. However, the ultimate shear strength of
HA-coated prostheses was much lower than that
of Ti coated implants at the same stage after
implantation (p < 0.01, Figure 6 E).
Histological observation and EDX analysis 
after pull-out testing
H + E staining of the periprosthetic tissues after
push-out testing on two kinds of prostheses shows
that the periprosthetic trabecular bone is broken
and the local trabecular bone near the prosthesis
is damaged (Figures 7 A and B). The gray cable-like
clumps accumulates on the fractured bone surfaces
after the push-out of HA-coated prostheses. How-
ever, no foreign residues can be seen on the frac-
tured bone surfaces or in the surrounding medullary
cavities of Ti-coated prostheses (Figures 7 C and D).
The EDX analysis of the prosthetic surface after the
push-out test is shown in Figures 7 E and F; Ti, 
Al and V elements can be detected on the surface
of HA-coated prostheses after the push-out test,
indicating the loss of HA coating and the exposure
of substrate elements, whereas the element com-
position on the surface of Ti-coated implant shows
no change. These results suggest that the struc-
tural integrity of HA coating is prone to damage
under repeatedly changing loads and high shear
stress; the low adhesive strength between coating
and substrate is not conducive to the stability of
HA-coated prostheses in vivo.
Discussion
The stability of coated prostheses in vivo is
affected by multiple factors, such as coating deco-204 Arch Med Sci 2, April / 2012
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hesion, fracture, degradation, formation of coating
particles, and tissue reaction and bone resorption
around the prostheses. The adhesive strength at
bone-coating and coating-substrate interfaces is
the very important foundation for the stability of
prostheses. If either of them cannot withstand the
normal physiological load, loosening of the implant-
ed prosthesis will occur [12-15].
Figure 3. Morphological change of the two coatings
after scratch testing and comparison of the adhe-
sive strength of different coatings. A, B – Morpho-
logical change of HA and Ti coating after scratch test-
ing and the related curve between the AE signals
and the loads; C – threshold of the normal loading
on different coatings
**p < 0.01 compared with Ti coating group
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The scratch test is so far the major testing
method for evaluation of the adhesive strength
between coating and substrate [16-18]. A coating
adhesion scratch tester was used to detect the
threshold of normal loading on coatings when the
coatings detached from the substrate. The deter-
mined normal loading threshold was then used to
calculate the coating adhesive strength. When the
tester head moves along the coating surfaces, the
primary resistance comes from the coating friction,
which also depends on the coating-substrate adhe-
sive strength. With the increase in normal loading
and parallel movement of the tester head, the
resistance will come mainly from resistance at the
coating-substrate interface, i.e., from the bonding
force between coating and substrate. When normal
loading reaches the threshold, the coating interface
starts stripping and damaging; the acoustic emis-
sion (AE) signals are captured and recorded con-
currently by a computer through the emission sen-
sor system and form the first peak in the correlation
curve between the AE signal and the load of the
diamond tester head (P). The tester head then
encounters resistance that comes from the obsta-
Groups                Bone volume fraction (%, n = 8, x – ± s)
4 weeks 9 weeks 15 weeks
HA coating 40.69 ±4.04 54.05 ±3.90 61.70 ±3.97
Ti coating 29.36 ±3.39 36.35 ±3.03 41.72 ±3.86
Table I. Bone volume fraction of the two coating
groups at different times after implantation 
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A B C
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Figure 4. Improved Ponceau trichrome staining of histological section. A-C – show respectively the ingrowth bones
of peri-prosthesis in HA coating group at 4, 9, and 15 weeks after implantation; D-F – show respectively the bone
ingrowth of peri-prosthesis around Ti coatings at 4, 9, and 15 weeks after implantation
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Figure 5. Comparison of bone volume fractions. A-C – Bone volume of peri-prosthesis around HA-coated prosthesis
at different times after prosthesis implantation; D-F – bone volume of peri-prosthesis around Ti-coated prosthesis
at different times after prosthesis implantation; G – comparison of bone volume fractions between two differently
coated prostheses at different times after implantation (**p < 0.01); H – bone volume fractions of HA-coated pros-
theses at different times after implantation (**p < 0.01)
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cle formed between the compressed, stripped coat-
ing and the interface; this resistance still reflects
the adhesive strength between the coating and the
substrate, and such interface damage manifests as
a secondary peak in the imaging. Statistical analy-
sis shows that the loading threshold for decohe-
sion of HA coating is 11.18 ±1.28 N with more sec-
ondary peaks, whereas the loading threshold for Ti
coating is 17.69 ±1.66 N with relatively fewer sec-
ondary peaks, implying that the adhesive strength
of HA coating is significantly lower than that of Ti
coating, and the HA coating is more easily damaged
under a relatively strong external shear force. 
Ultimate shear strength, the minimum load that
is needed to separate the bone-prosthesis inter-
face, is an effective parameter for testing the sta-
bility of implanted prostheses and is also an impor-
tant biomechanical indicator that objectively reflects
the adhesive strength between the prostheses and
the periprosthetic new tissues as well as the pros-
thetic stability within the tissues. Higher ultimate
shear strength reflects higher adhesive strength
between prostheses and periprosthetic new tissues
and between substrate and coating and indicates
a better prosthetic stability within the tissues too.
Therefore, the ultimate shear strength becomes
a comprehensive indicator for testing the prosthetic
stability in vivo [19, 20].
The results from histological observation, histo-
morphometric analysis, and biomechanical testing
Yonghong Duan, Shu Zhu, Fei Guo, Jinyu Zhu, Mao Li, Jie Ma, Qingsheng Zhu
Groups              Ultimate shear strength (N, n = 6, x – ± s )
4 weeks 9 weeks 15 weeks
HA coating 373.73 ±19.54 390.88 ±15.08 406.50 ±18.26
Ti coating 488.88 ±15.18 504.63 ±17.06 514.88 ±27.39
Table II. Ultimate shear strength of the two kinds of
prosthesis at different times after prosthesis implan-
tation
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Figure 6. The image of SEM observation and EDX
analysis and the comparison of ultimate shear
strength on HA and Ti coated prostheses at different
times after implantation. A – SEM observation of the
surface tissues of HA-coated prostheses 4 weeks after
implantation; B – SEM observation of the surface tis-
sues of Ti-coated prostheses 4 weeks after implanta-
tion; C – EDX analysis image of the new tissues on sur-
faces of the two coatings; D – ultimate shear strength
on HA-coated prostheses at different times after
implantation (**p < 0.01, *p > 0.05); E – comparison of
ultimate shear strength between two groups at the
same stage after implantation (**p < 0.01)
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Figure 7. Histological observation and EDX analysis after pull-out testing. A, B – H + E staining of the tissues sur-
rounding HA-coated prosthesis after push-out test: fracture and defect of the periprosthetic trabecular bones 
(red arrows); discontinuous or continuous foreign residues at the tissue-prosthesis interface (black arrows); C, D –
H + E staining of the tissues surrounding Ti-coated prosthesis after push-out test: fracture and defect of peripros-
thetic trabecular bones can be observed (red arrows); there are no foreign residues at the tissue-prosthesis inter-
face; E – elements of Ti, Al, and V were detected from the HA-coated prosthetic surface after the push-out test, indi-
cating substrate exposure; F – apart from Ga, P, and other bone component elements, Ti was the only element
detected on the surface of Ti-coated prosthesis by EDX after the push-out test, suggesting a relatively intact struc-
ture of the Ti coating
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[%][ %]
C 3.22 6.68
O 36.46 56.86
Al 2.99 2.77
Si 3.01 2.67
P 6.05 4.87
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V 1.18 0.58
Total 100.00 100.00
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Ca 21.04 9.67
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Total 100.00 100.00
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suggest that the bone formation on and around the
prosthetic surface is an important factor that plays
a positive role in stabilizing the implanted pros-
theses at the early stage after implantation.
Although HA coating has an obvious advantage in
osteogenesis, the ultimate shear strength of 
HA-coated prostheses was much lower than that
of Ti coated implants (p < 0.01, Figure 6 E). These
results indicate that the amount of osteogenesis
around prostheses is not the only factor that deter-
mines the stability of HA-coated prostheses in vivo.
Further study through histological observation,
SEM observation, and EDX analysis after push-out
testing shows that the structural integrity of HA
coating is prone to damage under repeatedly
changing loads and high shear stress, and the low
adhesive strength between coating and substrate
is not conducive to the stability of HA-coated pros-
theses in vivo.
In conclusion, HA-coated prostheses are char-
acterized by satisfactory attached bone growth and
bone ingrowth on the porous coating surface, which
exerts a positive effect on the biomechanical behav-
ior and stability of coated prostheses at the early
stage after implantation. The adhesive strength is
an important factor for the stability of HA-coated
prostheses in vivo. Due to the relatively low adhe-
sive strength between coating and substrate, the
structural integrity of HA coating is prone to dam-
age under repeatedly changing loads and high
shear stress, eventually affecting the long-term sta-
bility after prostheses implantation. 
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